BOILER :
BAXI (90%-96% High Efficient Condensing Boiler)
..  only BAXI  model POWER HT 1.850/1.1000/1.200/1.500 In/Outdoor NG/LPG fired floor standing condensing heating  boiler with pre-mix burner/power flue, stainless steel heat exchanger and burner assembly ,electronic ignition, electronic modulation, pressure sensor, digital control panel, pressure gauge, pressure relief valve and fault & status.
Output :  85 /  100/ 120 / 150 kW  @ 60˚/ 80˚ C  (90%)
Output : 89.3 /105/126/157.8 kW  @ 30˚/ 50˚ C  (96%)
Input    : 350/ 367/ 444/ 554 MJ  @  
Combustion test required at time of commissioning.

Controls for cascade installation:
For maximum efficiency the Siemens RVA 47 cascade control is required.

Control comprises 1 x RVA 47 cascade controller, amount boilers x OCI420 Communication  Interface,

1 x QAD21 Return sensor and QAC34  Outdoor sensor.
1 x QAD21 Flow sensor. (optional with BMS)
BMS compatible using 0 – 10 V signal. (also remote control possible)
To complete the boiler plant each boiler requires a Grundfos UPS 25 / 32-80 Boiler circulating pump combined with a Hydraulic Separator.(Model# : HS200 –HS900 and >)
Condensate drain (PVC only) to tundish and terminate in sewer.

Flue:

Only Seamless Stainless Steel or Polypropylene flue pipe and components  must be used.

For cascade installation with common flue a shutter valve for each boiler is required.

See Baxi owner’s manual for flue installation instructions/restrictions.
For more information contact Hydroheat Supplies P/L on 03 95881299
