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BAXI
Commissioning / Combustion Test
PRE-SUBMISSION CHECK LIST

Please complete check list below, sign off and return to Hydroheat Supplies P/L before commissioning/combustion test can be arranged.  A visit to pre-commission a boiler found to be incorrectly installed will be chargeable.

Your Details:
Company Name: 
Order N°: 

Site Name & Address:


Installer:
 Contact: 

Baxi Model(s):
 
□Indoor    □Outdoor          □N.G    □L.P.G.
Baxi Serial Number(s):


Water:

□
Isolation Valve

□
Fill Valve / Backflow Prevention
□
Relief Valve

□
Condensation drain to run with plastic pipe via tundish to sewer (AS 3500)
□
Water Pressure (based on cold water: 1.0 → 1.5 bar)

□
Auto Airvent Open

□
System Bleed / Circulation Established
□
Heat load available

□
Pump(s) correctly interlocked

□
Primary pump on return (pushing through boiler)

Gas:

□
Inlet Gas Pressure 

NG: 1.13 kPa
LPG: 2.75 kPa

□
Flue Complies with AG601 & Manufacturers Installation Requirements (Poly Propylene or Seamless Stainless Steel)
□
Correct plantroom ventilation

Electrical:

□
Power to Boiler to 10 Amp G.P.O. (cable fully extended)
□
Control Wiring 
□
Temperature sensor connected to flue (indoor only)

□
Polarity correct

 
General:

□
Comply with BAXI installation instructions, AG601 (gas), AS3500 (water) and AS3000 (electrical) standards.
Preferred Commissioning Date/Time:


(if known)

Notes:


Date: 
  Phone: 

Name: 
  Signature: 

Hydroheat Supplies Pty. Ltd.

PO Box 1045 / 6 Helen Kob Drive

Braeside, Victoria, 3195

www.hydroheat.com.au 

Ph: (03) 9588 1299

Fax: (03) 9588 2199

Email: service@hydroheat.com.au 
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